NO SPLICING ALLOWED FROM
THIS POINT TO LUMINAIRE

NO.10 AWG WIRE

TWO POLE WATERPROOF FUSE HOLDER,

12" MAXIMUM WIDTH EXCEPT AS
- QUICK DISCONNECT TYPE, WITH SLUG ON
12" MAXIMUM WIDTH EXCEPT AS APPROVED BY THE ENGINEER :
/ Rl AL v NEUTRAL SIDE. FUSE AS SHOWN IN TABLE.
SAW CUT JOINT (INCIDENTAL) SAW CUT JOINT (INCIDENTAL) COMPRESSION SLEEVE CONNECTION SEALED
EXISTING BITUMINOUS PAVEMENT OR / DETAL BELOW LEFT. - ETeR O SPLIGNG
/ CONCRETE SIDEWALK R N
B T 727804
\5" P.C.C. SIDEWALK REMOVAL AND REPLACEMENT OR PAVEMENT -\4" TOPSOIL WITH SEED OR SODDING
< REMOVAL AND BITUMINOUS REPLACEMENT, SPECIAL z
I o
i : u ] GROUND LUG
z : Z , / SPLICE GROUND WIRE AND PIGTAIL SAME SIZE
= y ' WARNING TAPE AS SPECIFIED EXTENTION T GROUNDLUE.
5 WARNING TAPE AS SPECIFIED £
" F—————COMPACTED EARTH BACKFILL
— INSULATING LINK (SELF INSULATED SPLICER)
L TRENCH BACKFILL  COMPACTED BACKFILL ( /
N
14" GABLE DUCT WITH 3 #6 WRES, AND 1/C NO.8 GROUND 1 %" CABLE DUCT WITH 3 #6 WIRES, AND 1/C NO.8 GROUND B
1%" DUCT W/3-1/C, NO. 6 AWG,
- AND 1/C NO. 8 GROUND WIRE
BITUMINOUS PAVEMENT OR CONCRETE SIDEWALK TRENCH DETAIL | |
REMOVAL AND REPLACEMENT : . 3K RACEWAY
] 1
T T
T '~

I I ALLOW 367 LOOP OF CABLES TO INSURE SUFFICIENT
I 1Nl SLACK FOR WITHDRAWAL OF THE CONNECTORS OUTSIDE
111 I OF THE POLE HANDHOLE.

TR} /\/ TH!

POLE HANDHOLE WIRING DIAGRAM

(TYPICAL FOR SINGLE LUMINAIRE INSTALLATION)
RED PHASE SHOWN

TRIMMED CABLES

COMPRESSION TYPE COPPER

SLEEVE. (SIZED FOR ACTUAL
NUMBER OF CABLES AND MFR. LIGHTING GENERAL NOTES
SUGGESTED CRIMP TOOL USED)

HEAT—SHRINKABLE CAP WITH FACTORY 1. ALL WORK TO CONFORM TO THE NATIONAL ELECTRICAL CODE AND ANY APPLICABLE LOCAL
CODES.

APPUED WATERPROOF SEALANT. (SIZED TO
ACCOMMODATE. NUMBER OF CABLES). 2. CONTRACTOR TO VERIFY LOCATION OF ALL UNDERGROUND UTILITIES BEFORE TRENCHING

SEALANT TAPE OR OR AUGERING.
INSERT. (AROUND AND 3. BEFORE INSTALLING STANDARDS NEAR OVERHEAD FACILITIES CALL C.E. Co. FOR APPROVAL
THROUGH CROTCH OF

OF LOCATION.
SPLICE).

4. FOR LOCATION OF EXISTING UNDERGROUND ELECTRICAL CABLE CALL C.E. Co.

5. SIZE ALL CONDUIT AS SPECIFIED ON DRAWINGS.

INOTE: 6. CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES TO RESTORE ANY SPECIALIZED
ELECTRIC FEEDER CABLES, SUCH AS UNIT DUCT THAT NUMBER OF CABLES IN SPLICE MAY VARY. . "
(SIZE AS NOTED ON CONTRACT DRAWINGS). LANDSCAPING,  (i.e. DECORATIVE ROCKS, SHRUBS, PLANTS, r%cr.) OR SHALL REPLACE IT,

\ ' NOMINAL WATTAGE  FUSE SIZE
EXPOSED SEALANT 250 3.5 AMP
400 5.0 AMP

LUMINAIRE FUSE SIZE TABLE

-
ELECTRIC CABLE TO LUMINAIRE/
(SIZE AS NOTED ELSEWHERE IN

THESE PLANS).

SPLICING ELECTRIC CABLES
BASIC MATERIALS AND METHODS
Robinson
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